Radio Remote Control
(Full proportional handheld type)

RATED LIFTING CAPACITIES (IN POUNDS)

NOTE : On the right, the lifting heights and boom angles
are based on a straight (unladen) boom, and allowance should
be made for boom deflection obtained under laden condition.

110 . 120
. wa
=/ e 100
- 70 / >\\
L\ml_/ I\*\ N 5'40" 80
£ 62 Va N
° . JANI
U 46 60
CISE NN
o213 | >‘\/ /\ /\ 40
= AN \ e
ﬁ Y11 ¥ I
0 60 80 100 °
RADIUS (FT.)

*Lifting chart for the different outriggers span is available. Please ask for a detail.

‘Load |27.3 ft Boom| 46 ft Boom | 62 ft Boom | 78 ft Boom | 94 ft Boom | 110 ft Boom
Outriggers § Boom | Qutriggers § Boom | Outriggers

Boom |Outriggers | Boom
/  [Max. Span /.

40000
26000
21800 | | |
19000 |
16600 14400
14600 13000 ﬁ
11400 10400 | 77° | 9500 || 80° | 5300
7900 8000 || 73° | 7550 || 77° | 5300 || 79° | 3750
6300 | 69° | 6100 | 74° | 5300 | 77° | 3750
5300 | 65° | 5100 || 70° | 5000 | 74° | 3750
4400 || 61° | 4500 | 67° | 4300 | 71° | 3300 |
3600 || 56° | 3700 | 64° | 3700 | 69° | 3000 |
2900 || 52° | 3100 | 60° | 3150 | 66° | 2650 |
2300 || 47° | 2550 || 56° | 2650 || 63° | 2350 |
1600 || 41° | 2100 || 52° | 2150 || 60° | 2000
35° | 1700 || 48° | 1800 || 56° | 1800
27° | 1300 || 44° | 1450 || 53° | 1450
14° | 850 || 39° | 1150 | 50° | 1200
33° | 850 | 46° | 900
26° | 600 || 42° | 650 |
38° | 450 |
5800 600 1
i




